
Date of issue  02/02 Bulletin Number S501-13 Page 1 of 2

DATE S501-1302/02

SERVICE TECHNICAL BULLETIN
Inoperative Windshield Washer –

Operated While Frozen –
Upgrade Fuse To 15 amp

2000-01 MY
S-TYPE

L00001-L86901

MODEL

VIN

Issue:
Owners of some 2000-01 MY S-TYPE vehicles within the above VIN range, may
experience an inoperative windshield washer system after attempting to operate the
systems while it was frozen.
In such cases only, the 10 amp fuse can be upgraded to a 15 amp fuse.

Action:
In case of a customer complaint of the above condition on a 2000-01 MY S-TYPE
vehicle, replace the 10 amp fuse for the windshield washer system with a 15 amp fuse.

FUSE UPGRADE PROCEDURE

1. Open hood and place covers over fenders.

2. Remove engine compartment fuse box cover.

3. Remove windshield washer pump fuse (10 amp, position 2).

4. Install 15 amp fuse in position 2 (Illustration 1).

5. Install engine compartment fuse box cover.

6. Remove fender covers and close hood.

ILLUSTRATION 1

WINDSCREEN WASHER PUMP FUSE
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Parts Information:

DESCRIPTION PART NUMBER QTY
15 amp mini fuse (blue) JLM 20896 1

Warranty Information:
FAULT R.O. TIME
CODE NUMBER DESCRIPTION ALLOWANCE
KC DB 01 10.10.99/01 Install washer pump fuse. 0.2 hrs.


