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Coolant Leakage – Cylinder Head Gasket –

Revised Gasket Design

ISSUE:ISSUE:ISSUE:ISSUE:ISSUE:

A revised head gasket, which is more resistant to coolant leakage, has been

introduced into production from engine no. B168652 at VIN 794099.

The revised gasket can be identified by the part no. stamped on the gasket near

the word “TOP” (Illustration 1).  Two part numbers are available depending on the

engine no.

AAAAACTION:CTION:CTION:CTION:CTION:

When replacing the cylinder head gasket on all AJ 16 engines, always verify that

you are installing the revised head gasket, as well as the coras well as the coras well as the coras well as the coras well as the correct grect grect grect grect gaskaskaskaskasket for theet for theet for theet for theet for the

engine numberengine numberengine numberengine numberengine number.....

For engines up to engine no. B107672 Normally Aspirated

or B107674 Supercharged use NBC 2520BB

For engines from engine no. B107673 Normally Aspirated

or B107675 Supercharged use NBC 2520AB

LLLLLOCAOCAOCAOCAOCATION OF PTION OF PTION OF PTION OF PTION OF PARARARARART NOT NOT NOT NOT NO. ON HEAD GA. ON HEAD GA. ON HEAD GA. ON HEAD GA. ON HEAD GASKETSKETSKETSKETSKET

LLLLLOCAOCAOCAOCAOCATION OF PTION OF PTION OF PTION OF PTION OF PARARARARART NOT NOT NOT NOT NO.....

ILLUSTRATION 1
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PPPPPARARARARARTS INFORMATS INFORMATS INFORMATS INFORMATS INFORMATION:TION:TION:TION:TION:

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION PPPPPARARARARART NUMBERT NUMBERT NUMBERT NUMBERT NUMBER QTYQTYQTYQTYQTY

Revised cylinder head gasket NBC 2520AB 1

from engine no. B107673 NA

from engine no. B107675 SC

Revised cylinder head gasket NBC 2520BB 1

up to engine no. B107672 NA

up to engine no. B107674 SC


