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DATE 14-035/95Sedan Range

SERSERSERSERSERVICEVICEVICEVICEVICE

Heater Water Valve – Knocking Noise
During Climate Control Operation –

Repair Procedure

TECHNICTECHNICTECHNICTECHNICTECHNICAL BULLETINAL BULLETINAL BULLETINAL BULLETINAL BULLETIN
1995 MY

Sedan Range

720001 - 739750

MODEL

VIN

ISSUE:ISSUE:ISSUE:ISSUE:ISSUE:
A knocking noise from the engine compartment of 1995 MY Sedan Range vehicles
during climate control operation.
The knocking noise can result from heater valve operating pulses being
transmitted to the vehicle through the heater valve mounts.  Softer mounts are
fitted in production from VIN 739751.

ACTION:ACTION:ACTION:ACTION:ACTION:
If customers complain of a knocking noise from the engine compartment during
climate control system operation on 1995 MY Sedan Range vehicles within the
VIN range, replace the existing heater valve mounts with the upgraded mounts.

HEATER VALVE MOUNT REPLACEMENT PROCEDURE

1. Remove the heater valve and mounting bracket assembly from its three
mounts (Illustration 1).

2. Remove the three existing heater valve mounts (“Instrumounts”).  Replace
the mounts with three new mounts (part number MNA 6730AB).
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ILLUSTRATION 1

3. Refit the heater valve.
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PPPPPARARARARARTS INFORMATS INFORMATS INFORMATS INFORMATS INFORMATION:TION:TION:TION:TION:

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION PPPPPARARARARART NUMBERT NUMBERT NUMBERT NUMBERT NUMBER QTYQTYQTYQTYQTY

Heater water valve mount (“Instrumount”) MNA 6730AB 3

WWWWWARRANARRANARRANARRANARRANTY INFORMATY INFORMATY INFORMATY INFORMATY INFORMATION:TION:TION:TION:TION:
FFFFFAAAAAULULULULULTTTTT R.O. NUMBERR.O. NUMBERR.O. NUMBERR.O. NUMBERR.O. NUMBER DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION TIMETIMETIMETIMETIME
CODECODECODECODECODE ALLALLALLALLALLOOOOOWWWWWANCEANCEANCEANCEANCE

JJ RG MS 82.10.18 Replace heater water valve mounts 0.25 hrs.


