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ISSUE:ISSUE:ISSUE:ISSUE:ISSUE:

Some 1995-96 MY Sedan Range vehicles equipped with 16 inch alloy wheels andandandandand

accessory dust shields (Illustration 1) may experience a clicking noise from the

front of the vehicle at low speeds.  The noise may be caused by one dust shield

rubbing against the alloy wheel.

ACTION:ACTION:ACTION:ACTION:ACTION:

After verifying a customer complaint of clicking from the front of the vehicle,

determine on which side of vehicle the noise is apparent.  Replace the dust shield

on that wheel with a revised dust shield.  In addition to the part number label, the

revised dust shield can be identified by a wider flange with foam rubber blocks

attached.

Clicking Noise From Front of Vehicle –

Brake Disc Dust Shield – Install Revised

Dust Shield
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JSI-2184
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ILLUSTRATION 1

WIDER FLANGEWIDER FLANGEWIDER FLANGEWIDER FLANGEWIDER FLANGE



Page 2 of 2 Bulletin Number  19.7-04 Date of issue  10/96

PPPPPARARARARARTS INFORMATS INFORMATS INFORMATS INFORMATS INFORMATION:TION:TION:TION:TION:

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION PPPPPARARARARART NUMBERT NUMBERT NUMBERT NUMBERT NUMBER QTYQTYQTYQTYQTY

Brake disc dust shield MNA 1803AA 1

WWWWWARRANARRANARRANARRANARRANTY INFORMATY INFORMATY INFORMATY INFORMATY INFORMATION:TION:TION:TION:TION:

FFFFFAAAAAULULULULULTTTTT R.O.R.O.R.O.R.O.R.O. TIMETIMETIMETIMETIME

CODECODECODECODECODE NUMBERNUMBERNUMBERNUMBERNUMBER DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION ALLALLALLALLALLOOOOOWWWWWANCEANCEANCEANCEANCE

GH FR CL 74.20.05 Replace dust shield 0.20 hrs.


